LGP

MECHANICAL

= Parameter Table

GM2510 25 66 48 79 30 S8 10 15
 GM50/10 50 13 9% 16 60 115 10 145
GM80/07 80 21 48 25 96 58 7 102
GM120/0.7 120 @ 32 48 38 144 58 7 102
GM 170/0.7 170 45 96 54 204 115 7 102 0.37(0.5)
GM240/0.5 240 63 96 76 288 115 5 73 112
GM320/0.5 310 8 144 98 372 173 5 73
GM420/0.5 420 111 144 133 504 173 5 73
GM 500/0.5 480 127 144 152 576 173 5 73

Connection

G MS0 65%x10mm PE hose RCL/2°F  &x10mm,union for welding
GMB80-GMI120  DNi5glue union | RCL/2" F 10x16mm, union for welding
GM170-GMS00 DN15 glue union RC 3/4"F 15x24mm, union for welding

Unit: mm
GM25 172 94 6 128 285
GM50-500 256 140 DN15137.5 312

Digital Controller

= Instant and cumulative flow display

= Easy for operation

= Digital frequency control

® Periodly medium adding with rated flow
® Level sensor function

= Can be connected to computer or PLC

= Can receive 4~20mA and hall signal

LGP = Failure warning function
E !’ ‘ ? Supply power (standard): 220V, single phase, 50/60 hz
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