
JIT COUPLING BCP Series

B
C

P

PEEK Flexible Beam 
Couplings  
Clamping Screw Type – Short 
Version

The PEEK material used in the BCP Series provides 
excellent chemical resistance, extremely low moisture 
absorption, and superior wear resistance. It remains 
stable even when exposed to high-temperature water 
and steam. The BCP Series, made from PEEK ma-
terial, is primarily used in cleanroom environments, 
plasma, RF, semiconductor, display manufacturing 
and research equipment.

BCP-SC TYPE
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BCP 20 SC Ø20 23.8 4 10 8 8 7.8 M3

BCP 25 SC Ø25 26 5 12 9 9 8 M4

BCP 32 SC Ø32 32 6 16 10 10 12 M5
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BCP 20 SC 0.6 1.2 19,000 2.28×10-7 24 0.1 3 0.2 10

BCP 25 SC 1.3 2.6 16,500 7.03×10-7 41 0.1 3 0.25 16

BCP 32 SC 1.9 3.7 14,000 1.85×10-5 70 0.15 3 0.3 30

 Specifi cation

 Ordering Instructions

•   Please specify the series, outer diameter, and bore size when placing your order.
•   If keyway machining (on the bore) is required, ensure to  indicate this separately.
• For assistance in selecting the right couplings, please contact our customer service center.
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Download detailed product information, including 2D (dwg) and 3D (step) files, from our website: www.
jitcoupling.co.kr.

Standard bore 
diameter 

(d1/d2, mm)
3 4 5 6 6.35 8 10 12 14 15 16 18 19 20 22 24 25 26 28

BCP 20 SC ● ● ● ● ● ●

BCP 25 SC ● ● ● ● ● ●

BCP 32 SC ● ● ● ● ● ● ● ●

 Standard Bore Diameter
� Bore machining is available within the product’s minimum to maximum bore range beyond the standard bore sizes. 
    (Refer to the fi gures on the right)

For keyway machining

84 85


