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Source Impeller  Fre- Currecnt Power Revolution Motor Pole Air Air Weight
Size quency Input  per minute Output Volume Pressure
(V) (cm) (A) (W) (RPM) (KW) (CMM) (CFM) (mmAgq) (pa)  (kg)
50 2.70 580 2,820 20 705 145 1,420
DB.300 19 220v 27.5 60 4.00 870 3,255 06 2 23 80 190 185 19
- 50  200/1.15 560 2,930 20 705 145 1420
30 220/380vV 275 60  250/1.60 835 3,340 06 2 23 810 190 1865 19
50 330 660 2,900 235 830 155 1,520
DB.301S ) 220 — 60 440 1,030 3410 O 2 27 955 205 2010 19
50  2.50/145 680 2,900 235 830 155 1,520
S0 ZANEEDY 2T 60  3.00/1.75 1,050 31400 = 2 37 955 205 2010 19
50  433/250 770 2,900 25 885 165 1620
DB-3025 30 220/380v 275 60  346/200 1,000 3520 0.75 2 285 1005 215 2110 205
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« High pressure and High-speed Blower.

« Less air flow loss in FAN. Low noise.

« Enhance the operation efficiency. Reasonable design and producing.
« Enhance the durability with intensive design.

« Durable instruction. Easy for installation and handling.

« High-Speed blower with high-efficiency bearing.

« High temperature blower with cutting fan in the middle.

« Induction air temperature up to 150°C

@ Available place

« Trash burner, Air transport blower, industrial High pressure blower,
industrial vacuum cleaner, sludge collecting machine, etc.

« Impinger, exhausting, inhalation, drying machine, etc.



