ﬁ Professional Testing Laboratory, Inc.

DATE: 09/30/2013

TEST REPORT

TEST NUMBER: 160674

CLIENT

LG Hausys America, Inc. (GA)

TEST METHOD CONDUCTED

Chemicals of Resilient Flooring

ASTM F925-02 24 Hour Standard Test Method for Resistance to

DESCRIPTION OF TEST SAMPLE

IDENTIFICATION

Uncommon Ground/Crete/Jeogori

COLOR

ROLL

CONSTRUCTION

FIBER

BACKING

REFERENCE

TEST RESULTS

24 HOUR RATINGS

APPROVED BY:

STAINING AGENT SURFACE DULLING SURFACE ATTACK COLOR CHANGE
5% Acetic Acid 0 0 0
70% lIsopropy! Alcohol 0
Mineral Oil 0 0 0
5% Sodium Hydroxide 0 0 0
5% Hydrochloric Acid 0 0 0
5% Ammonia 0 0 0
Bleach 0 0 0
5% Phenol 0 0 0
Gasoline 0 0 0
Sulfuric Acid 0 0 0
Kerosene 0 0 0
Olive QOil 0 0 0
RATING KEY

0 - No change (----)
1 - Slight change

2 - Moderate change
3 - Severe change

Ths repoxt 15 provided for the exchisive use of the chiert to wheen it 15 addressed. It may be used 1 its et ety to gain product aoceptance fom duly
constiuted aathorties. This repott applies ondy to those sanples tested and 15 not necessarily mdicatore of appavertly idertical of siilay products . This
report, orthe name of Professimal Testing Laboratory Ine. shall not bewsed under any cirommstance m advertising to the zensral public.
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