
Hydraulic punch driver Quick Draw™ 7804E

`	Ideal for fast, straight-on front panel punching
`	Compact design
`	Very robust

Characteristics
▪	 Hand hydraulic punch driver with straight head

Suitable for
▪	 Special shape punches up to a maximum size of 68 x 68 mm or 35 x 65 mm
▪	 Round punches up to ISO 63 (64 mm dia.)

Additional information
▪	 Accompanying draw studs to 64 mm ST37 are suitable

Item Part No.

Quick Draw™ 7804E 50342916

Scope of supply Part No. Page

Hand hydraulic punch 7804E 50342886

Draw stud for punch with hydraulic operation 9.5 x 71 mm 51300430

Draw stud for hydraulic operation 19.0 x 105 mm 52085691 420

Spacer, short 50032488

Adapter 19.0 x 48 mm with internal thread 9.5 mm 50339672 420

Plastic case 50352024

Technical data

Dimension 321 x 110 x 70 mm

Punching force 80 kN

Weight 2.5 kg

Hydraulic punch Quick Draw 90™ 7904E

`	Ideal for fast, straight-on front panel punching
`	Head rotates 180° for maximum flexibility
`	Very robust

Characteristics
▪	 Compact design
▪	 Hand hydraulic punch driver with 90° head

Suitable for
▪	 Special shape punches up to a maximum size of 68 x 68 mm or 35 x 65 mm
▪	 Round punches up to ISO 63 (64 mm dia.)

Additional information
▪	 Accompanying draw studs to 64 mm ST37 are suitable

Technical data

Dimension 312 x 110 x 65 mm

Punching force 80 kN 

Weight 3.4 kg

Item Part No.

Quick Draw 90™ 7904E 50342991

Scope of supply Part No. Page

Hand hydraulic punch 7904E 50337866

Draw stud for punch with hydraulic operation 9.5 x 71 mm 51300430

Draw stud for hydraulic operation 19.0 x 105 mm 52085691 420

Spacer, short 50032488

Adapter 19.0 x 48 mm with internal thread 9.5 mm 50339672 426

Plastic case 50352024
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